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PRODUCT IDENTIFICATION 

Algid 

DESCRIPTION 

Algid is an agent used to destroy green algae that have formed on wood and stone 

surfaces. It is a colourless, concentrated liquid that should be thinned with water prior 

to use.  It is intended for professional and general use.  

COMPOSITION 

Water-based solution based on a quaternary ammonium compounds.   

CHARACTERISTICS 

 Appearance  colourless liquid 

 Smell   characteristic 

 Flash point   not flammable 

 Phytotoxic to green plants, acts herbicidal. 

AREA OF APPLICATION 

Remedial treatment of wood and stone surfaces infected with green algae. These tend 

to occur on surfaces that are constantly or occasionally wet or moist, in the shade and 

only occasionally exposed to the sun (especially fences, garages, log cabins, sheds, 

etc.). 

COLOUR 

Colourless. 

ALGID 
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SURFACE PREPARATION 

Moisten the surface infected with algae with water first.  

Apply Algid at a temperature above +8 °C and in good weather conditions, as rain can 

rinse the wood during remediation.  

APPLICATION METHOD 

Before use, shake the bottle with Algid and thin with water at about 20 °C, in the 

following ratio: 1 part Algid and 4 parts water. 

Apply the solution with a brush or a roller. Protective clothing should be worn when 

using this product. 

If there are vegetables, flowers, grass or trees growing in the vicinity, cover them with 

a protective film because Algid acts as a herbicide on plants. 

After a few hours, the algae on the surface go brown and die. After 24 hours, brush 

the surface to remove the algae manually and rinse thoroughly with water. Repeat the 

process in case of severe infestation. 

If needed, coat the wooden surfaces with solvent-based woodstain after cleaning; as 

additional protection we recommend using Belprotect.  

Algid can also be used for the remedial treatment and protection of concrete that has 

been attacked by green algae. 

DRYING 

Depends on surface permeability and weather conditions. Typically, dry after 24 hours. 

CONSUMPTION 

1 l of Algid produces 5 l of solution (1 l of Algid + 4 l of water).  

5 l of solution is sufficient for the remedial treatment of 20 - 25 m2 of algae-infected 

wood. Consumption depends on the type and absorption of the surface. 
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CLEANING TOOLS 

After use, thoroughly wash the tools with water; add detergent as desired. 

ADVICE AND WARNINGS 

Avoid coating in strong sunlight. 

STORAGE AND HANDLING 

Store the product in its original, tightly closed packaging in a dry, covered place at a 

temperature above 5 °C. Must not freeze. Keep out of reach of children and separately 

from food, feed and water. 

EXPIRATION DATE 

In accordance with the stated storage conditions, until the date indicated on the 

packaging. 

ENVIRONMENT 

Do not pour agent remains onto the soil, into surface waters or into the sewage 

system! The agent is harmful to aquatic organisms. When applying the agent onto 

wood or stone surfaces, you must prevent it from spilling into the environment. Protect 

any nearby plants.  

Dispose of liquid waste at a hazardous waste collection center 

The product packaging is fully recyclable. Wash it and dispose of it in a suitable 

container.   

REGULATIONS 

In connection with regulations governing product safety, safety at work and transport, 

read the material safety data sheet. 
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ADDITIONAL TECHNICAL INFORMATION 

More information can be obtained from our distributors or visit our website: 

www.belinka.com.. 

 
. The purpose of technical information is to inform users about the possibilities of product use and its technical properties. Although the advice is based on 

long-term experience, it does not exempt the user from making sure the product is suitable for use in their specific case. Due to numerous possible effects 

on the properties of the product, including the type and quality of wood, the method and conditions of application, the experience of the user, and the 

conditions of use, we cannot take any responsibility for material damage incurred when using the product. In the event of doubt, please call our advisory 

service. 

http://www.belinka.com/

